








































The PWT05 is t
he little broth

er of the Palm
er PWT12. The 

PWT05 is a 9V 
power supply fo

r pedal boards 
and offers 5 

electrically is
olated 9V DC ou

tputs. 

Each of the five
 outputs delive

rs up to 120 m
A! Thus this 

power supply is
 capable of pow

ering far more 
than five nor-

mal effects uni
ts (which norma

lly have a powe
r consumption 

of approx. 20 m
A). The power s

upply has a com
pact, rugged 

housing with IE
C socket, volta

ge selection sw
itch and po-

wer switch.

Das PWT05 ist d
er kleine Brude

r des Palmer PW
T12, eine 9V 

Stromversorgung
 für Pedalboard

s und bietet 5 

getrennte 9V DC
 Ausgänge. 

Jeder der 5 Au
sgänge liefert 

bis zu 120 mA!
 Somit kann 

dieses Netzteil
 weitaus mehr a

ls nur 5 normal
e Effektgerä-

te (deren Strom
aufnahme üblich

erweise ca. 20 
mA beträgt) 

speisen. Das Ne
tzteil verfügt 

über Ein kompak
tes, robustes 

Gehäuse mit Kal
tgerätebuchse (

IEC-Buchse), Sp
annungswahl-

schalter und Ne
tzschalter.

The PWT12 is a universal pedal board power supply with 12 outputs electrically isolated in pairs. All output pairs are individually protected 

against shorts and overload. When a fuse trips the LED indicator of the corresponding pair goes out. After the fault condition has been 

removed the fuse is automatically reset, and within a few seconds the output resumes operation indicated by the illuminated LED.

The toroidal transformer and the steel housing of the PWT12 provide smooth FX operation free of interference and hum pickup. The PWT12 

features two brackets for easy pedal board mounting while a cover plate protects the DC plugs. The DC cables can be fixed to the plate with 

cable ties for strain relief. 

• Outputs 1 - 8 provide 9V DC each with a maximum current draw of 250mA per pair.
• Outputs 7 and 8 additionally feature a polarity switch. • Outputs 9 and 10 provide 18V DC each with a maximum current draw of 125mA. Additionally, the upper output is switchable to 12V DC. 

• Outputs 11 and 12 Provide 9V DC/250mA, switchable to 12V AC. 
• Includes a set of  12  DC cables

Das PWT12 ist ein universell einsetzbares Netzteil, wie es typischerweise zur Versorgung von Effektgeräten in einem Pedalboard benötigt 

wird. Das Netzteil liefert 12 Ausgangsspannungen, die paarweise voneinander galvanisch getrennt sind. Jedes Buchsenpaar mit einer selbsttä-

tig rückstellenden Sicherung ausgerüstet. Bei Kurzschluss oder Überlast tritt die Sicherung in Aktion, die Anzeige-LED erlischt. Wird der 

Kurzschluss aufgehoben, schaltet die Sicherung nach wenigen Sekunden  den Ausgang wieder frei. Das PWT12 ist mit einem streuarmen Ringkern-

trafo aufgebaut, sodass in Verbindung mit dem dicken Stahlblechgehäuse keine störenden Einstrahlungen in die Effektgeräte zu erwarten sind.

Die Ausgänge 1 bis 8 liefern eine Spannung von 9VDC. Jedes der 4 Paare kann mit einem Strom von 250mA belastet werden.
• Ausgänge 7 und 8 liefern ebenfalls 9V/250mA, über einen Schiebeschalter kann jedoch die Polarität der Ausgangsbuchsen gewechselt werden.

• Ausgänge 9 und 10 liefern 2x 18VDC bei maximal 125mA Strom. Per Schalter kann jedoch der obere Ausgang von 18VDC auf 12VDC 

  umgeschaltet werden. 
• Ausgänge 11 und 12 liefern 2x9VDC bei 250mA Strom. Sie können jedoch auf 2x 12VAC (Wechselspannung) umgeschaltet werden. 

• Zum Lieferumfang gehört ein Kabelsatz mit 12  DC-Kabeln. 
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MAINS INFUSE
VOLTAGE
SELECTOR

3-4
5-6

7-8
9-10

11-12

2 x 9 V DC

2 x 9 V DC

2 x 9 V DC

2 x 9 V DC / Polarity rev.

1 x 12 V DC + 1x 18 V DC 
/ 2 x 18 V DC

2 x 9 V DC / 2 x 12 V AC

PRMPWT06 UNIVERSAL POWER SUPPLY
- 6 isolated outputs- Switchable between 9, 12 and 18V
- Polarity switch- 900mA per output- Ideal for powering wireless systems 
  and other rack units

PW9V
9 V POWER SUPPLY

Power supply for all Palmer devices with a 9 V input 

connector and a maximum power consumption of 300 mA.

Netzteil für alle Palmer Geräte mit 9 V Anschluss und 

einer maximalen Stromaufnahme vom 300 mA

• Input Voltage: 220 - 240 V AC 50 Hz

• Output Voltage: 9 V DC, 300 mA regulated

• Polarity negative inside

PWC6
POWER CHAIN CABLE 1 TO 6

With the PWC6 you can power up to 6 units from one single power outlet. Considering that most common effects have a power consumption of approx. 20mA, a 300mA power supply such as the Palmer PW9V can thus often suffice to power 6 units. 

Mit dem PWC6 können Sie bis zu sechs Geräte an einem Netz-teil betreiben. Bei den meisten Effektgeräten liegt die Leistungsaufnahme nicht über ca. 20 mA, daher sind 300 mA Netzteile wie das Palmer PW9V oft für sechs Geräte ausrei-chend. 

110V VERSION AVAILABLE 

(ARTICLE NUMBER PW9VUS)

COMPLETE CABLE SET 

INCLUDED
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PALMER EINS1 W VOLLRÖHREN-GITARRENVERSTÄRKER
Seit einigen Jahren erfreuen sich kleine Verstärker mit Leistungen bis 5 Watt immer größerer Beliebtheit. Diese kleinen Geräte machen richtig Spaß, aber leider ähneln manche mehr einem Spielzeug als einem echten Verstärker. Palmer dagegen hat mit dem EINS einen echten Röhrenver-stärker konstruiert, der auch professionellen Ansprüchen gerecht wird. Durch die integrierte Lautsprechersimula-tion lässt sich der Amp direkt an ein Audiointerface an-schließen. Dank der integrierten Loadbox muss dafür kein Lautsprecher angeschlossen werden. Über den einzigartigen „HiZ Ausgang“ können Sie den EINS direkt am Instrumen-teneingang jedes beliebigen Verstärkers anschließen. Auf diese Weise können Sie den EINS wie einen großen Amp spielen, als Vorverstärker einsetzen oder sogar in Ihr Pedalboard integrieren. 

Der Palmer EINS ist serienmäßig mit einer ECC83 Vorstufen-röhre (V1) und einer ECC82 (V2) Endstufenröhre bestückt. Andere Röhrenbestückungen sind wie folgt möglich. 

PALMER EINSFULL TUBE GUITAR AMPLIFIER 1W 

Small 1-5W amps have become very popular in recent years. They are fun items but some seem more like toys than real amplifiers. Palmers approach with the EINS was to design a serious true tube amplifier for professional purposes. The speaker simulated output allows you to connect the output of the amp directly to your audio interface. Thanks to the integrated loadbox a speaker does not need to be connected. Thanks to the unique “HiZ output” you can connect the output of the EINS directly to the input of any amplifier! This way the EINS can be power boosted or used as a preamp or even on your pedalboard. The Palmer EINS comes with an ECC83 preamp tube (V1) and an ECC82 (V2) power stage tube as standard. Other tube configurations are possible as follows. 

EINS

SPECIFICATIONS

Technology / Class:
Tube / A

Power:
1 W

Inputs:
1 x 6.3 mm Jack

Input impedance:
1 MΩ

Outputs:
4 x 6.3 mm Jack

Output impedance:
Speaker out: 8 & 16 Ω,

 Simulated out: 4k, Hi
Z out: 3,3 MΩ

Display / Controls:
Power / Tone, level

Tubes:
ECC83 (Preamp), ECC82 

(Power Amp)

Rectifier:
solid state

Power supply:
230/115 V AC

Power consumption:
10 W

Dimensions:
206 x 128 x 108 mm

Weight:
2,9 kg

A LIST OF COMPATIBLE TUBES 

IS AVAILABLE ONLINE ON 

WWW.PALMER-GERMANY.COM
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PALMER DREI
DREIFACH EINTAKTVERSTÄRKER
Sie werden sich wohl zu

 Recht wundern, was in 
diesem neuen metallenen

 

Kasten von Palmer stec
kt! Das Aussehen diese

s Verstärkers ist aber
 

keine Design-Spielerei,
 es spiegelt den Grund

gedanken des Konzeptes 

und das Funktionsprinzi
p der Schaltung wieder.

 Das Motto lautet „Ver-

zerrung in ihrer natür
lichsten und reinsten 

Form“. Wer mit dem Be-

griff ”single ended“ etw
as anfangen kann, ahnt w

omöglich schon, worauf 

es hinausläuft. Eine R
öhrenschaltung nach dem

 Single Ended- Prinzip
 

stellt im Grund eine 
sehr minimalistisch ge

haltene Röhrenschaltung
 

dar – purer, unverfälsc
hter Röhrensound sozusa

gen. Der Hauptnachteil 

einer Single Ended- Scha
ltung im Gegensatz zu so

genannten ”Push/Pull“- 

Schaltungen liegt in de
r geringen Ausgangsleis

tung, die in der Regel 

die 5Watt-Marke nicht 
überschreitet. Single E

nded- Schaltungen sind 

daher häufig in kleinen 
- Recording- und Übungs

- Verstärkern anzutref-

fen. Bezeichnend für ei
n gutes Single Ended-De

sign sind die folgenden
 

Eigenschaften:

• ein sehr direktes Spi
elgefühl

• starkes Interaktionsg
efühl beim -spielen

• puristisches Design m
it verhältnismäßig weni

g Bauteilen

• direkter Signalweg

• pure und “natürliche”
 Verzerrungen

Single Ended- Schaltunge
n sind aber so alt wie d

ie Röhrentechnik selbst 

und sicherlich nichts 
Neues.  Das Design des

 Palmer DREI geht aber
 

weiter – er  beherbergt
 mehrere dieser Endstuf

en  – wie viele dürfen 

Sie selbst erraten! Als
o drei Single Ended- En

dstufen in einem Gerät 

– das bedeutet  3x 5W, 
also die dreifache Ausg

angsleistung einer nor-

malen Schaltung, das is
t doch schon mal was! De

r Clou kommt aber noch: 

jede Endstufe kann mit 
unterschiedlichen Röhre

n bestückt werden. Wie 

Sie sicherlich wissen, 
hat jede Röhre ihre spe

ziellen Eigenschaften. 

Eine EL84 klingt zum Bei
spiel hell mit vielen Ve

rzerrungen (”britisch” 

eben, zum Beispiel wie 
ein kleiner VOX Amp), 

eine 6V6 hingegen eher 

muffig mit seidigen Verz
errungen (”amerikanisch

” und Fender-ähnlich), 

und die 6L6 hat eine gan
z spezielle Eigenschaft

: sie klingt bei gerin-

geren Lautstärken hell 
 und wird bei zunehmend

er Verstärkung muffiger.
 

Der Palmer DREI erlaub
t  Ihnen also, diese d

rei verschiedenen Ver-

stärkersounds beliebig z
usammenzumischen. Drei u

nterschiedliche Single 

Ended- Verstärker in ei
nem Gerät also, das is

t das Grundprinzip des 

Palmer DREI!

DREI TRIPLE
SINGLE-ENDED AMPLIFIER

THREE DIFFERENT 
SINGLE-ENDED AMPS IN A SINGLE UNIT - 

THAT‘S THE PALMER DREI FORMULA!

PALMER DREI
TRIPLE SINGLE-ENDED AMPLIFIER
 
The Palmer DREI design

 is more than just a v
isual 

extravaganza – it mirrors the concept and the 

circuitry. For the pur
est, most natural dist

ortion 

only a single ended desi
gn will do. Single ended

 tube 

circuits are straightf
orward and simple prov

iding 

the most organic, raw tube sounds possible. In 

contrast to the more po
werful push-pull design

s the 

output of single ende
d circuits usually do

es not 

exceed 5 Watts. That i
s why single ended cir

cuits 

are mostly found in sm
all practice amps pref

erred 

by many top-notch pla
yers for recording. A

 well-

designed single ended 
circuit has many advan

tages.

 
• Extremely responsive

• Highly interactive a
nd touch sensitive

• Purist design with a
 minimum of components

• Direct signal path

• Pure, natural distor
tion.

 
Dating back to the first

 days of vacuum tubes s
ingle 

ended amplifiers are nothing new. However, the 

Palmer DREI incorporat
es THREE of these prov

iding 

three times the output
 power of a standard s

ingle 

ended design! Moreove
r, it accepts a vari

ety of 

output tubes which all
 have their own unmist

akable 

sound characteristics. The EL84 is bright and 

“British” sounding wit
h tons of distortion (

think 

VOX amps), the 6V6 pro
vides somewhat darker 

tones 

with a smoother “Ameri
can” distortion flavor 

(think 

Fender), and while it 
is tight and bright at

 lower 

volumes the 6L6 become
s progressively darker

 when 

driven hard. With the 
Palmer DREI you can mi

x and 

match power tubes for t
hree distinct amplifier 

tones 

and to create your own voice. Three different 

single ended amps in 
a single unit – that‘

s the 

Palmer DREI formula!

A LIST OF COMPATIBLE TUBES 

IS AVAILABLE ONLINE ON 

WWW.PALMER-GERMANY.COM
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Palmer FA
T50 Tube 

Series am
plifiers a

re for th
e guitari

st in sea
rch of th

e distinc
t and hig

hly indiv
idual sou

nds only 
a true 

all-tube 
design ca

n produce
. Full of

 characte
r, yet st

raightfor
ward and 

unclutter
ed Palmer

 amps are
 back - w

ith tons 
of 

tone, hig
h quality

 componen
ts, rugge

d constru
ction and

 attracti
ve cosmet

ics to fu
lfill the 

demands o
f discern

ing playe
rs.

The no-co
mpromise 

FAT50 des
ign incor

porates a
 rainbow 

of sounds
 with pun

ch and de
finition –

 from sub
tle crunc

h to maxi
mum 

saturatio
n, and a 

lively an
d dynamic

 clean to
ne with e

xtended h
eadroom. 

The FAT50
‘s High G

ain circu
it provid

es massiv
e 

overdrive
 for a co

mprehensi
ve set li

st of qui
ntessenti

al riffs 
and class

ic lead l
ines. Tru

e to the 
no-compro

mise desi
gn 

there are
 no trans

istors in
 the sign

al path -
 even the

 effects 
loop is t

ube drive
n.

In additi
on to thei

r outstan
ding soun

d quality
 Palmer am

ps offer u
nsurpasse

d reliabi
lity on st

age and in
 the studi

o. Premiu
m 

quality t
ubes are u

sed throu
ghout for

 safe and 
stable op

eration. 
With two f

ootswitch
able mast

er volume
s and a so

lid 50 Wat
ts 

of true t
ube power

 FAT50 am
ps are bu

ilt to be
 heard!  

Die Model
le der Pa

lmer FAT5
0 Tube Se

ries sind
 charakte

rvolle Ve
rstärker 

für Gitar
risten mi

t klaren,
 individu

ellen Sou
nd-

Vorstellu
ngen, die

 nur ein 
waschecht

er Voll-R
öhrenamp 

erfüllen 
kann. Ein

fach und 
geradlini

g ausgele
gt, ist j

eder Palm
er-

Verstärke
r ein Ori

ginal, da
s durch T

on, hochw
ertige Ko

mponenten
, sorgfäl

tige Vera
rbeitung 

und Optik
 besticht

 und alle
n 

Anforderu
ngen voll

 und ganz
 gerecht 

wird.

Die Konze
ption der

 FAT50 Am
ps stellt

 kompromi
sslos auf

 klassisc
he Rockso

unds ab u
nd bietet

 satte Üb
ersteueru

ng mit ma
ssivem 

Schub sow
ie einen 

lebendige
n, äußers

t dynamis
chen Clea

n-Ton.

Die High 
Gain-Scha

ltung ste
llt enorm

e Reserve
n bereit,

 so dass 
die ganze

 Palette 
unvergess

licher Ro
ck-Riffs 

und Lead-
Lines 

beherrsch
bar ist. 

Der FAT50
 bietet u

ngefiltert
en Röhren

sound: se
lbst im E

ffektweg 
verrichte

t eine Rö
hre ihren

 Dienst. 
Neben 

ihren her
ausragend

en Soundq
ualitäten

 überzeug
en FAT50-

Amps durc
h Zuverlä

ssigkeit 
und absol

ute Live-
Tauglichk

eit. Die 
in 

allen Mod
ellen ver

wendeten 
Röhren er

füllen hö
chste Qua

litätssta
ndards un

d garanti
eren so ä

ußerste B
etriebssi

cherheit 
auch 

unter här
testen Ei

nsatzbedi
ngungen. 

Zwei fußs
chaltbare

 Master-V
olumes un

d die sat
te Power 

von 50 „R
öhrenwatt

“ runden 
das 

Konzept d
er FAT50 

Amps ab. 
 

SPECIFICA
TIONS

Preamp Se
ction

V1, V2: 
ECC83/ 12

AX7A high
grade

V3, V4:
ECC83/ 12

AX7A sele
cted

Power Amp
 Section

V5, V6:
5881 (6L6

GC) match
ed set

Output Po
wer:

50 W into
 8 or 16 

Ohms

Speaker (
only FAT5

0)
12” Emine

nce, Gove
rnor, 16 

Ohms

General

Mains Vol
tage:

230 V~ +/
-10%

Max. Powe
r consump

tion:
150 W (42

 W on Sta
ndby)

Dimension
s (W x H 

x D):
580 x 500

 x 270 mm

Weight:
28.4kg (F

AT50), 24
kg (FAT50

H)

FAT 50 / FAT50H

The F212 is the ideal complement for the FAT50. From head to toes this twosome looks the deal with a performance to match!  The 

F212 isn‘t your run-of-the-mill 2 x 12“ - the loudspeakers inside turn it into something special. It comes equipped with an 

Eminence Governor at the bottom and an Eminence Delta12 on top. After testing countless loudspeaker combinations we decided on 

these two for their superior performance in tandem at all amp settings. Originally designed for low and mid frequency reproduction 

in P.A. systems the Delta is the perfect companion for the Governor resulting in an incredibly rich and powerful tone that remains 

transparent at all times. More than just the ideal partner for Palmer FAT amps the F212 also goes well with other amps! 

Die F212 ist die ideale Partnerin für das FAT50 Topteil! Die Kombination sieht nicht nur schick aus, sie klingt auch perfekt zusam-

men.  Die F212 ist keine x-beliebige 2x12er Box - die Lautsprecherbestückung macht sie besonders: unten befindet sich ein Governor, 

oben ein Delta12, beide von Eminence! Nach ausgiebigen Experimenten mit Lautsprecher-Kombinationen haben wir uns für das perfekte 

Zusammenspiel dieser Modelle entschieden, da sie gemeinsam einfach überragende Ergebnisse bei allen Verstärkereinstellungen lie-

fern. Der Delta ist eigentlich nicht für Gitarren, sondern eher  als Bass- und Mittenlautsprecher für PA-Anwendungen gedacht, doch 

in Kombination mit dem Governor ergibt sich ein erstaunlich satter und druckvoller, aber stets transparenter Gitarrensound. Die 

F212 harmoniert bestens mit den FAT-Modellen von Palmer, klingt aber auch mit vielen anderen Verstärkermodellen ausgezeichnet!

F212

SPECIFICATIONS
Speakers

1 x 12" Eminence Delta, 1 x 12" Eminence Governor, front mounted detachable speaker grille

Impedance:
16 OhmsPower Handling:
150 WDimensions (W x H x D): 580 x 780 x 300 mmWeight:
35 kg

THE F212 
CAN ALSO BE EQUIPPED WITH 

A CHOICE OF DIFFERENT SPEAKERS.
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Article No
Speaker

Cabinet 

Impedance 

(Mono)

Power 
Rating 

(Mono)

Cabinet 

weight

PCAB112GOV
GOVERNOR 8 Ω

8 Ω
75 W

16 kg

PCAB112LEG
LEGEND 1258  

8 Ω
8 Ω

75 W
16 kg

PCAB112MAV
FDM* MAVERICK

 8 Ω
8 Ω

75 W
16 kg

PCAB112MOW
MAN O WAR 8 Ω

8 Ω
120 W

17 kg

PCAB112PJA
PRIVATE JACK 

8 Ω
8 Ω

50 W
17 kg

PCAB112REX
CANNABIS REX 

8 Ω
8 Ω

50 W
17 kg

PCAB112RGN
FDM* REIGNMAK

ER 8 Ω
8 Ω

75 W
16 kg

PCAB112RWB
RED, WHITE & 

BLUES 8 Ω
8 Ω

120 W
17 kg

PCAB112TXH
TEXAS HEAT 8 

Ω

8 Ω
150 W

17 kg

PCAB112V30
VINTAGE 30 8 

Ω

8 Ω
60 W

16 kg

PCAB112WIZ
WIZARD 8 Ω

8 Ω
75 W

17 kg

PCAB112GBK
CELESTION GREEN

BACK 8 Ω
8 Ω

25 W
16 kg

PCAB112S80
CELESTION SEV

ENTY 80 8 Ω
8 Ω

75 W
16 kg

 
 

Article No
Speaker

Cabinet 

Impedance 

(Mono)

Power 
Rating 

(Mono)

Cabinet 

weight

PCAB110ALP
EMINENCE ALPH

A 8 Ω

8 Ω
150 W

12.5 kg

PCAB110COP
EMINENCE COPP

ERHEAD 8 Ω
8 Ω

75 W
14 kg

PCAB110G10
CELESTION G10

N-40 8 Ω
8 Ω

80 W
12.5 kg

PCAB110GBK
CELESTION G10 G

REENBACK 8 Ω
8 Ω

30 W
12 kg

PCAB110LEG
EMINENCE LEGE

ND 1058 8 Ω
8 Ω

75 W
13 kg

PCAB110LIL
EMINENCE LIL 

BUDDY 8 Ω
8 Ω

50 W
13.5 kg

PCAB110RAG
EMINENCE RAGI

N CAJUN 8 Ω
8 Ω

75 W
15 kg

PCAB110RAM
EMINENCE RAMR

OD 8 Ω
8 Ω

75 W
14.5 kg

PCAB110T10
CELESTION TUB

E 10 8 Ω
8 Ω

30 W
12 kg

 
 
 
 

1 X 12"

SPECIFICATIONS
Dimensions (WxHxD): 58 x 45 x 29 cmFront Grill: Fabric, detachableSpeaker mounting: 1 x 12" Front mountedCabinet rear: open back
Weight without speaker: 12 kg 

1 X 10"

SPECIFICATIONS

Dimensions (WxHxD): 48 x 37 x 25 cm
Front Grill: Fabric, detachable
Speaker mounting:  1 x 10" Front mounted
Cabinet rear: open back
Weight without speaker: 9 kg 

* FDM:
FLUX DENSITY MODULATION

ATTENUATION DIAL ON THE REAR OF THE SPEAKER

Two In/Out jack sockets 

wired in parallel

Two In/Out jack sockets 

wired in parallel
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Article No Speaker
Cabinet 
Impedance 
(Mono)

Cabinet 
Impedance 
(Stereo)

Power 
Rating 
(Mono)

Power 
Rating 
(Stereo)

Cabinet 
weight

PCAB212GOV GOVERNOR 16 Ω
8 Ω 16/Speaker 150 W 75 W/Speaker 27 kg

PCAB212LEG LEGEND 1258  8 Ω
4 Ω 8/Speaker 150 W 75 W/Speaker 23 kg

PCAB212MOW MAN O WAR 16 Ω
8 Ω 16/Speaker 240 W 120 W/Speaker 25 kg

PCAB212PJA PRIVATE JACK 16 Ω
8 Ω 16/Speaker 100 W 50 W/Speaker 26 kg

PCAB212REX CANNABIS REX 16 Ω
8 Ω 16/Speaker 100 W 50 W/Speaker 25 kg

PCAB212RWB RED, WHITE & BLUES 8 Ω
4 Ω 8/Speaker 240 W 120 W/Speaker 25 kg

PCAB212TXH TEXAS HEAT 16 Ω
8 Ω 16/Speaker 300 W 150 W/Speaker 25 kg

PCAB212V30 VINTAGE 30 16 Ω
8 Ω 16/Speaker 120 W 60 W/Speaker 24 kg

PCAB212WIZ WIZARD 16 Ω
8 Ω 16/Speaker 150 W 75 W/Speaker 26 kg

PCAB212GBK CELESTION GREENBACK 16 Ω
8 Ω 16/Speaker 50 W 25 W/Speaker 24 kg

PCAB212S80 CELESTION SEVENTY 80 16 Ω
8 Ω 16/Speaker 160 W 80 W/Speaker 26 kg

>> Add „OB“ to the end of th
e article number to order an

 open back version

 
 
 
 

Article No Speaker
Cabinet 
Impedance 
(Mono)

Cabinet 
Impedance 
(Stereo)

Power 
Rating 
(Mono)

Power 
Rating 
(Stereo)

Cabinet 
weight

PCAB412GOV GOVERNOR 16 Ω
4 or 16 Ω 8 Ω/Side 300 W 150 W/Side 59 kg

PCAB412LEG LEGEND 1258  8 Ω
2 or 8 Ω 4 Ω/Side 300 W 150 W/Side 50 kg

PCAB412MOW MAN O WAR 16 Ω
4 or 16 Ω 8 Ω/Side 480 W 240 W/Side 54 kg

PCAB412PJA PRIVATE JACK 16 Ω
4 or 16 Ω 8 Ω/Side 200 W 100 W/Side 56 kg

PCAB412REX CANNABIS REX 16 Ω
4 or 16 Ω 8 Ω/Side 200 W 100 W/Side 54 kg

PCAB412RWB RED, WHITE & BLUES 8 Ω
2 or 8 Ω 4 Ω/Side 480 W 240 W/Side 54 kg

PCAB412TXH TEXAS HEAT 16 Ω
4 or 16 Ω 8 Ω/Side 600 W 300 W/Side 54 kg

PCAB412V30 VINTAGE 30 16 Ω
4 or 16 Ω 8 Ω/Side 240 W 120 W/Side 52 kg

PCAB412WIZ WIZARD 16 Ω
4 or 16 Ω 8 Ω/Side 300 W 150 W/Side 56 kg

PCAB412GBK CELESTION GREENBACK 16 Ω
8 or 16 Ω 8 Ω/Side 100 W 50 W/Side 52 kg

PCAB412S80 CELESTION SEVENTY 80 16 Ω
8 or 16 Ω 8 Ω/Side 320 W 160 W/Side 52 kg

 
 

2 X 12"

SPECIFICATION
S

Dimensions (W
xHxD):

71 x 48 x 29.
5 cm

Front Grill:
Fabric, detac

hable

Speaker mount
ing:

 2 x 12" Fron
t mounted

Cabinet rear:
closed back (

open back 

version also 
available)

Weight withou
t speakers:

15.6 kg 

4 X 12"

SPECIFICATIONS

Dimensions (WxHxD): 71.5 x 73 x 35.5 cm
Front Grill: Fabric, detachable
Speaker mounting:  4 x 12" Front mounted
Cabinet rear: closed back
Weight without speakers: 35.6 kg 

Mono mode: Speakers wired in parallel

Stereo mode: Speakers individually 

accessible vial L/R jack inputs

Mono mode: 

Two overall impedances available

Stereo mode: Speaker pairs individually 

accessible via L/R jack inputs
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CELESTION 
SPEAKERS10"SPEAKERS BY 

EMINENCERAMRODTM

Very loud and gutsy, with meaty tone. 
The highs really sing with nice, 
clear overtones.

LIL BUDDY TM
Clean and full, and slow to break-up. 

Crunchy when driven.

ALPHA 10
Clean, wa

rm, smoot
h, full, 

Tradition
al 

guitar sp
eaker.

GREENBACK 10“complex, creamy mid-range and smooth, 

vintage top-end.

TUBE 10
soun

ds g
reat

 whe
n dr

iven
 by 

tube
 amp

lific
atio

n.

G10N-40
Deep low

s, compl
emented 

by sweet
 and cle

ar 

upper mi
ds and a

n articu
late, 

well-defi
ned top 

end.

THE COPPERHEADTM

Extr
emel

y ba
lanc

ed v
inta

ge t
one 

for 
smoo

th, 

driv
en l

eads
 and

 cle
an r

hyth
m.

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range 

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range  

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

RAGIN CAJUNTM

10”, 254 mm 

8 ohms

75 W 

84 Hz  

70 Hz - 5 kHz 

100 dB

30 oz. 

1.5”, 38.1 mm

6.4 lbs., 2.9 kg

Copper 

Ferrite magnet

Pressed steel 

THE COPPERHEADTM

10”, 254 mm 

8 ohms

75 W

105 Hz

70 Hz - 5 kHz

99 dB

20 oz.

1.5”, 38.1 mm 

4.5 lbs., 2 kg 

 
 
 

Copper  

Ferrite magnet 

Pressed steel 

RAMRODTM

10”, 254 mm 

8 ohms

75 W

101 Hz

80 Hz - 5 kHz

100 dB

30 oz.

1.5”, 38.1 mm 

5.4 lbs., 2.5 kg 

 
 
 

Copper  

Ferrite magnet 

Pressed steel 

LEGEND 1058

10”, 254 mm 

8 or 16 ohms

75 W

97 Hz

100 Hz - 6 kHz

98.7 dB

16 oz.

1.5”, 38.1 mm 

4.4 lbs., 2 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

LIL BUDDYTM

10”, 254 mm

8 ohms

50 W

149 Hz

80 Hz - 5 kHz

99.1 dB

30 oz.

1.75”, 44.5 mm 

6.3 lbs., 2.9 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

ALPHA 10

10”, 254 mm 

8 ohms

150 W

50 Hz

57 Hz - 4.5 kHz

95.6 dB

20 oz.

1.5”, 38.1 mm 

4.5 lbs., 2 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

TUBE 10

10”, 254 mm

4 or 8 ohms

30 W

91 Hz

85 Hz - 5 kHz

94 dB

17 oz.

1.5”, 38.1 mm 

3.5 lbs., 1.6 kg 

 
 
 

Copper 

Ceramic 

Pressed steel 

G10N-40

10”, 254 mm

8 or 16 ohms

30 W

98 Hz

95 Hz - 5.5 kHz

95 dB

17 oz.

1.75”, 44.5 mm 

3.6 lbs., 1.6 kg 

 
 
 

Copper 

Ceramic 

Pressed steel 

GREENBACK 10“

10”, 254 mm

8 or 16 ohms

30 W

98 Hz

95 Hz - 5.5 kHz

95 dB

17 oz.

1.75”, 44.5 mm 

3.6 lbs., 1.6 kg 

 
 
 

Copper 

Ceramic 

Pressed steel 

RAGIN CAJUNTM

Very lo
ud, tou

ch sens
itive, 

respons
ive wit

h nice 
bell so

unding 

top end
 and a 

little 
bite.

LEGEND 1058
Vintage American tone with punchy lows and 
warm, smooth, bluesy mids and highs.
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SPEAKERS BY 
EMINENCE

12" CANNABIS REXTM

Clean and full, lots of body and sparkle., 
smokey smooth with high-end definition, 
Country, Jazz or Classical

PRIVATE JACKTMWell balanced, thick and smooth,  

lots of mids and extended highs.

RED, WHITE & BLUESTM

Versa
tile,

 grea
t for

 sout
hern 

rock 
or bl

ues, 
nice 

tight
 low-

end, 

smoot
h mid

range
 and 

top e
nd sp

arkle
.

TEXAS HEATTMWarm, fat tone with top end bite and clarity 

to cut through a mix while maintaining a 

rich, bluesy tone, very touch-sensitive

THE WIZARDTM

Very art
iculate,

  with a
 hint of

 grit, n
ice 

sustain,
 excepti

onally g
ood tigh

t bottom
, 

classic 
rock ton

es of th
e 60s an

d 70s

MAN O WAR

Very
 lou

d an
d re

spon
sive

/art
icul

ate 
in 

ever
y re

gist
er, 

chun
ky a

nd s
olid

 sou
nd w

ith 

a li
ttle

 top
 end

 spa
rkle

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range 

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range  

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

THE GOVERNORTM

12”, 304.8 mm 

8 or 16 ohms

75 W 

101 Hz  

70 Hz - 5 kHz 

102 dB

56 oz. 

1.75”, 44.5 mm

10.8 lbs., 4.9 kg

Copper 

Ferrite magnet

Pressed steel 

CANNABIS REXTM

12”, 304.8 mm

8 or 16 ohms

50 W

96 Hz

70 Hz - 5 kHz

102 dB

38 oz.

1.75”, 44.5 mm 

8.2 lbs., 3.7 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

LEGEND 1258

12”, 304.8 mm

8 ohms

75 W

94 Hz

80 Hz - 4 kHz

100.1 dB

34 oz.

1.5”, 38.1 mm 

7.8 lbs., 3.5 kg 

 
 
 

Copper  

Ferrite magnet 

Pressed steel 

PRIVATE JACKTM

12”, 304.8 mm

8 or 16 ohms

50 W

96 Hz

70 Hz - 5 kHz

101 dB

38 oz.

1.75”, 44.5 mm 

8 lbs., 3.6 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

MAN O WAR

12”, 304.8 mm

8 or 16 ohms

120 W

91 Hz

70 Hz - 5.5 kHz

102 dB

38 oz.

1.75”, 44.5 mm 

8.1 lbs., 3.7 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

RED, WHITE & BLUESTM

12”, 304.8 mm

8 ohms

120 W

110 Hz

70 Hz - 4.5 kHz

101 dB

38 oz.

1.75”, 44.5 mm 

8.2 lbs., 3.7 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

TEXAS HEATTM

12”, 304.8mm

8, 4 or 16 ohms

150 W

79 Hz

70 Hz - 5 kHz

99 dB

38 oz.

2”, 50.8 mm 

8.3 lbs., 3.8 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

THE WIZARDTM

12”, 304.8 mm

8 or 16 ohms

75 W

89 Hz

70 Hz - 5.5 kHz

103 dB

56 oz.

1.75”, 44.5 mm 

10.8 lbs., 4.9 kg 

 
 
 

Copper 

Ferrite magnet 

Pressed steel 

THE GOVERNORTM

Tight l
ow-end,

 smooth
 

midrang
e, top 

end spa
rkle LEGEND 1258

Tight lows, warm smooth mids and highs, 
strong upper mid emphasis, extended highs

Tight low-end, s
mooth 

midrange, top en
d sparkle
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12"
EMINENCE SPEAKERS 
WITH FDM-TECHNOLOGY CELESTION 

SPEAKERS

VINTAGE 30
Detai

led a
nd co

mplex
 over

tones
, 

warm 
low-e

nd, r
ich v

ocal 
mid-r

ange 

and a
 beau

tiful
ly de

taile
d top

-end.

SEVENTY 80Detailed and crisply defined, tightly 

controlled low end, punchy aggressive upper 

midrange

GREENBACK
Well-cont

rolled lo
w-end, br

oad mid-r
ange atta

ck, 

restrain
ed top-e

nd,  for
ward pun

chy atti
tude 

to chord
s, seari

ng lead 
tones wi

thout fiz
z.

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range 

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

SPECIFICATIONS

Nominal Basket Diameter 

Nominal Impedance 

Power Rating

Resonance

Usable Frequency Range 

Sensitivity 

Magnet Weight 

Voice Coil Diameter

Net Weight 

MATERIALS OF CONSTRUCTION

Coil Construction 

Magnet Composition

Basket Materials 

MAVERICKTM

12”, 304.8 mm 

8 ohms

75 W 

82.45 Hz  

75 Hz - 5.2 kHz 

Max. Attenuation 91.5 dB / Fu
ll Output: 100 dB

38 oz.  

1.75”, 44.5 mm

7.8 lbs., 3.54 kg

Copper 

Ferrite magnet

Pressed steel 

VINTAGE 30

12”, 304.8 mm

16 ohms

60 W

75 Hz

70 Hz - 5 kHz

100 dB

50 oz.

1.75”, 44.5 mm 

10,4 lbs., 4.7 kg 

 
 
 

Copper 

Ceramic  

Pressed steel

GEENBACK

12”, 304.8 mm

8 ohms

25 W

75 Hz

75 Hz - 4.5 kHz

98 dB

35 oz.

1.75”, 44.5 mm 

7.9 lbs., 3.6 kg 

 
 
 

Copper 

Ceramic 

Pressed steel 

SEVENTY 80

12”, 304.8mm

16 ohms

80 W

103 Hz

85 Hz - 5 kHz

98 dB

31 oz.

1.75”, 44.5 mm 

6.8 lbs., 3.1 kg 

 
 
 

Copper 

Ceramic 

Pressed steel

REIGNMAKERTM

12”, 304.8 mm 

8 ohms

75 W 

91.0 Hz  

80 Hz - 6.2 kHz 

Max. Attenuation 91.5 dB / Fu
ll Output: 100 dB

38 oz.  

1.75”, 44.5 mm

7.8 lbs., 3.54 kg

Copper 

Ferrite magnet

Pressed steel 

REIGNMAKERTM

Tight, more focused with more highs, more 
abundant in harmonic detail

MAVERICKTM

Clea
n wi

th f
at l

ow e
nd
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