z H30V - Allowable Loading

SPAN
3 9,8
4 13,1
5 16,4
6 19,7
7 23,0
8 26,2
9 29,5
10 32,8
11 36,1
12 39,4
13 42,6
14 45,9
15 49,2
16 52,5

1inch=254mm | 1m=3.28ft | 1lbs=0,453 kg

Uniformly Distributed
Load

649,0 | 436,7
4853 | 326,5
387,1 260,5
3216 | 2164
255,6 172,0
194,4 | 1308
152,4 | 1025
1223 82,3
100,1 67,4
83,2 56,0
70,1 472
59,6 40,1
51,2 34,5
44,3 29,8

DEFLECTION
10 0.4
18 0,7
28 11
4 16
56 2,2
73 2,9
92 3,6
114 | 45
137 54
164 | 6,5
192 7,6
223 8,8
256 | 10,1
291 | 115

Centre Point Load

1667,9
1298,1
1074,2
914,4
7944
700,6
625,2
563,2
511,0
466,5
428,0
394,3
364,5
337,8

3681,0
2864,9
2370,9
2018,2
1753,2
1546,3
1379,9
1242,9
1127,8
1029,6
944,6
870,2
804,3
7455

DEFLECTION

15
23
33
45
58
74
91
110
131
154
178
205
233

03
0,6
09
1,3
18
2,3
2,9
3,6
43
52
6,1
7,0
8,1
9.2

e | oading figures only valid for static loads and spans with two supporting points.
e | oading figures are only valid for static loads.
e | oading figures are only valid for single spans with supports at the ends.

e All other systems need an individual structural calculation.

Please contact Prolyte or a structural engineer.

e | oading figures are calculated according to European standards (Eurocode).
e The self-weight of the trusses has already been taken into account.

Single Load Third Points

Load per Point
9734 | 21484
932,1 | 2057,2
749,1 | 16533
644,7 | 1422,8
564,8 | 1246,5
501,6 | 1107,0
450,2 | 9937
407,6 | 899,5
3715 | 820,0
3406 | 7517
313,7 | 6924
290,1 640,2
269,1 593,8
250,3 | 562,3

Single Load Fourth Points
Load per Point

649,0
6471
5811
488,7
420,7
368,5
327,0
293,2
265,1
2412
220,7
202,8
187,0
173,0

1432,2
14281
1282,5
1078,6
928,6

813,3

721,8

647,1

585,0
532,3
487,0
4475
412,8
381,9

e | oading figures are only valid for the cross sectional oriéntation of the truss as shown by the icon in the loading table.

e The interaction between bending moment and shear force at the connection point has already been taken into account.
e Truss spans can be assembled from different truss length.

e Read the manual before assembling and using the truss.

v.v v v

Single Load Fifth Points
Load per Point

486,7
485,3
469,0
389,3
337,3
296,9
264,5
238,0
2157
196,8
180,5
166,2
153,6
1423

1074,2
1071,1
1035,1
859,3
7444
655,2
583,8
525,2
4761

4343
398,3
366,8
338,9
3141

Mark approval certificate
No. 2256/04.

Test report No. 2255/04.
TUV certification only valid
for loading table above.

SPAN

18,9
25,2
31,6
37,8
44,1

50,4
56,7
63,0
69,3
75,6
81,9
88,2
94,5
100,8



